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Bertha Uplink – 1.5m
System Type
Vehicle (T.E.S)
Vehicle Registration
N11 SNG

Eutelsat Registration 
UKI-185
Manufacturer
Gigasat Ltd      

Type of Antenna

Type of Emission
Ku Band Digital
Antenna's Polarisation
Ku Band Linear Vertical/Horizontal

Number of Ports
Ku Band one Tx & one Rx

Transmit Frequency
Ku Band 13.75 - 14.5 GHz
Receive Frequency 
Ku Band 10.95 - 12.75 GHz
Antenna Gain (Tx)
Ku Band  dBi

G/T (Rx)
Ku Band  dB/K

EIRP (Max)
Ku Band  dBW 

Amplifiers
Two 400 Watt Ku Band linear 


Auto-switched redundant pair

Coder/Modulator Options
Advent Exos – SCPC Redundant (1+1)



Advent DVE4000 – SD - SCPC/MCPC 




Advent DVE5000 – SD & HD – SCPC/MCPC
Audio/Video

A/V Controller with:.





A/V – Matrix Switching





A/V – I/P & O/P Monitoring





A/V Test and Measurement

IFB & Coordination
Prospect Hybrid




IFB Talkback




Camera Co-ordination Comms
Registrations
Most international satellites

